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Concealed and  5oyrcinosen oderin cer
Consolidated abgehéngten Decke, als Strom-

und/oder Datenverteiler.

distribution point

EN

Perfect for installations with
technical floor or technical
ceiling. It becomes a point of
electrical or data distribution,
or a combination of both.

DE. PDC installiert in
einem Doppel-
boden, fiir Strom-
und Datenver-
teilung.

EN. PDC installed on
technical floor,
used as a power
and data distri-
bution point.



DE

Flexible Installation

Abhangig von den Anforderungen
kann das PDC ein Strom- oder ein
Datenverteiler sein, genauso wie
eine Kombination von beidem!

Ideal fir Installationen im
Doppelboden, um Strom und
Daten zu den Arbeitsplatzen zu
fuhren.

Anwendungsbereiche

- Doppelboden.
- Abgehangte Decke.

Features
- Reduzierte H6he des Gehauses.

- Kombinationsméglichkeit von
Strom und Daten.

Technische Daten

Verfugbar in Schwarz (RAL9017)
lackiertem Aluminium, mit einer
Befestigung aus Metall.

- Stromanschluss durch GST18-
kompatiblen Stecker.
Stromverteilung durch GST18-
kompatible Buchsen oder 2P+T
Dosen

Multimediaanschluss durch die
Mitte der Box.
R145-Anschlussplatten.

Am Boden befestigt mit Schrau-
ben.

DE. R145-Output..

EN. Output for R145
connections.

MaBe / Measures

PDC als Stromverteiler.
PDC power only.
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PDC fur Strom- und
Datenverteilung.
PDC power + data.
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Was uns unterscheidet

Details that make us different

Vollstéandig konfigurierbar.
Configurable multimedia.

Individuell anpassbar.
Custom manufacturing.
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Kompatibel mit “Ultra-Compact
USB Smart Charging System”
bis zu 60W.

Compatible with “Ultra-Compact
USB Smart Charging System”

up to 60W.

EN

Flexible installation

Depending on your needs, the
PDC box becomes an electrical
distribution point, a consolida-
ted data point, or even better, a
combination of both.

Ideal for installations with
technical floor, preparing the
horizontal installation with power
and data, awaiting connection to
the work stations.

Applications

- Technical floor.
- Technical ceiling.

Features

- Reduced height of the box.
- Combination in the same box of
power and data.

DE. Elektrischer
Verteiler.

EN. Electrical
distribution point.

Technical characteristics

- Made of lacquered black
aluminium (RAL 9017), with

metal fixing structure and cover.

- Power input through male rapid
connector.

- Power output through female
rapid connector or 2P+T socket.

- Multimedia wire input through
the centre of the box.

- R145 connector fixing plates.

- Fixed to the ground with screws.
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IBConnect

IBConnect Deutschland GmbH
Neuer Weg, 4

58849 Herscheid

GERMANY

T. +49 (0) 2357 1726200
F.+49 (0) 2357 1726210

www.ib-connect.com/de

National Sales
deutschland@ib-connect.com

International Sales
export@ib-connect.com
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